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Detergent to remove graffiti 

 

DESCRIPTION  

 

Viscous liquid detergent to remove spray-painted graffiti. For outdoor use. For professional use 

 

MAIN PROPERTIES  

 

 

TECHNICAL DATA  

Classification UNI 8681 Detergent 

Film appearance EN 13300 n.r. 

Thickness EN 13300 Class A, fine (< 100 μm) 

Specific weight 1000 ± 50 g/l 

pH n.p. 

Type of binder n.a. 

Solid content < 2,5 % 

Drying time n.a. 

VOC Not covered by Directive 2004/42/CE  

 

 

 Removes graffiti 
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This Technical Sheet is compiled to the best of our technical/scientific knowledge. Nevertheless, it is not binding and does not imply that we are responsible, as the 

conditions of use are outside our control. It is recommended that the product is always checked as being suitable for the specific application. 

 

CHARACTERISTICS  

Colour range Neutral 

Coverage Coverage with 1 coat: 4-5 m2/l 

Coverage per pack (5 l): 25 m2, approx. Coverage varies according to substrate absorption. 

Dilution ready to use 

Diluted with do not dilute 

Overpaintable Depending on the substrate treated 

 

APPLICATION  

Suitable Substrates: 

The product is suitable for removing graffiti from surfaces of stone, hard stones, bricks, stoneware, klinker or granite. If used on 

painted surfaces, the product can damage the paint film; therefore testing the product on small areas to be cleaned is recommended 

Preparation of the Substrates: 

Application Procedure: 

Using a brush, apply the pure product on dry substrates and leave to act for 15-20 minutes, then, repeat application once more and 

remove by rubbing with rags or wet sponges and/or a using a pressure washer. If necessary, the cycle can be repeated 

Type of Equipment: 

brush 

Ambient Conditions: 

min +5°C 

 

STORAGE  

Packaging: 

5 l – 1 l 

Duration and conservation: 

6 months when stored in undamaged packages at between 5 and 30°C; cannot endure frost and direct sunlight 

Dispose of in accordance with local regulations. 

For information on possible hazards, refer to the safety data sheet 

 

TECHNOLOGIES/CERTIFICATIONS  
 

                       


