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Elastomeric cement-based skim coat

Plastic skim coat in paste form to which PTL 325 cement is to be added. Contains unsaponifiable resins in dispersion and 
selected sands. Offers excellent adhesion, filling capacity and trowel applicability properties. The addition of elastomeric 
resins makes it suitable for skimming, even when Armatex reinforcement mesh (IVAS) is used with the Rasoprotection 
process.

DESCRIPTION

•  High elasticity; 
•  Restoration of cracked façades

MAIN PROPERTIES

Volatile organic compounds (VOC) Cat A/a (2004/42/CE); EU limit 30 g/l (2010). This product contains max 
0,10 g/l of VOCs.

Classification  (UNI 8681 / UNI 8682) One-pack, physical drying matt vinyl versatate base coat dispersed in 
water (E2.C.O.A.2.HF)

Granulometry (EN 13300 / EN 1062) 1mm

Reaction to fire (EN 13501-1) Class F

Capillary absorption and perm. Water (class 
W) (EN 1015-18)

Class W2 (C ≤ 0.2 Kg/m²min0.5)

Adhesion (EN 1015-12) > 1Mpa

Open time (EN 1346) 20 min

Thermal conductivity (λ) (EN 1745) 0.93 W/mK

Water vapour transmission (μ) (EN 1015-19) 5 - 20

Bulk volume in paste 1700 ± 50 g/l

7-8

Type of binder Vinyl versatate (UNI 8681: HF)

Solid content 74 ± 2%

Mixing Ratio 30% with PTL cement 325; 7.5Kg per 25Kg package

Maximum application thickness 5mm in two coats

Drying time 24-48 hours between coats. At least 10 days before covering. Drying time 
depends greatly on environmental conditions.

TECHNICAL DATA

Pot-life of mixture About 3 hours

Coverage 1 Kg/m2 per mm of thickness; For skimming: 3-3.5 Kg/m2

Overpaintable Compatibility with other products: compatible with all water -based products

Colour range Grey

Dilution Water

CHARACTERISTICS
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Suitable Substrates:
Cement-based plaster, lime-based paint and plaster, painted plaster, exposed reinforced concrete, precast concrete panels, 
fibre cement, insulation panels

Preparation of the Substrate:
All substrates should be carefully prepared by manual brushing and/or washing, making certain that there is no efflorescence, 
loose parts, release agents, waxes, oils or anything else that could compromise adhesion.

Ambient Conditions:
min +5°C max +35°C

Type of Equipment:
spatula, mason's trowel

Application Procedure:
For reinforced skim coats
prepare the mortar by adding cement PLT 325 to the RASOCEM base paste in a ratio of 30% by weight and mixing with a 
mechanical mixer until the mixture is completely smooth. Using a serrated metal finishing trowel, apply the mixture so that 
the surface is adequately uniform. While the mortar is still wet, apply the Armatex C1 M (IVAS) glass fibre mesh fabric in 
sheets of approximately 2 m in length, pull it taut and embed it into the fresh mortar with the help of a trowel or spatula, 
making sure to overlap the sheets by at least 10 cm and trying to avoid the formation of blisters and creases. The mesh 
should be completely covered by the mortar and, in any case, not visible.

Notes:
Do not apply on surfaces that are in direct sunlight, frozen or very hot. Do not apply when it is very windy or when there is fog 
or rain. The conditions must last at least 2 days after application.

APPLICATION

Disposal and safety indications:
Dispose of in accordance with local regulations.
For information on possible hazards, refer to the safety data sheet

Packaging:
25kg bags

Storage:
1 year on a pallet and when stored in a dry place in undamaged packages at between 5 and 30°C.

STORAGE

IVAS Industria Vernici S.p.A. - Via Bellaria, 40 - 47030 San Mauro Pascoli (FC) - Italy

Tel. +39 0541 815811 - Fax +39 0541 815815 - www.gruppoivas.com - ivas@gruppoivas.com

This Technical Sheet is compiled to the best of our technical /scientifc knowledge. Nevertheless, it is not binding and does not imply that we are responsible, as 

the conditions of use are outside our control. It is recommended that the product is always checked as being suitable for the specifc application.
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